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Author’s Preface. 


THE success of The Direct Measure Method of Cutting 
Ladies’ Garments is most phenomenal for, whilst it shows 
a certain superiority when applied to the cutting of 
Gentlemen’s Garments yet, when the cutter has to cut 
garments for the fair sex, the superiority of the method 
over all others is at once apparent. The chest measure 
inethod is a failure, because extra development of 
the figure or decided flatness of the bust is frequently 
met with, and as both of these variations affect the chest 
measure without in any way altering the size of the 
shoulders, it puts divisions of the chest quite out of 
court. The shoulder measure is a step in front of the 
breast measure, but this can never equal the direct 
measure method, because it combines in one measure 
the quantities required by various ‘sections. The 
method here described is the result of upwards of twenty 
years’ practical experience, and has been tested by 
cutters in all classes of trades and proved most success- 
ful. The student may therefore use it with every 
confidence. 
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Ladies Garments. 


INTRODUCTION. 


I am devoting this Fourth Part of my Systems to the appli- 
cation of the method to the cutting of Ladies’ Garments. 

The importance of this section of the trade can hardly be over- 
estimated. The rapid development of Ladies’ Tailoring during 
the past 50 years has been most marked. 

To-day, every good class trade undertakes orders for Ladies’ 
garments. It, therefore, behoves every cutter to qualify for 
this department. 


TAKING THE ORDER. 


The ladies’ cutter must keep himself posted up-to-date on all 
points of style, trimmings and materials. He must be able to 
advise his customers on suitable colours, combinations and 
fashions. He must be painstaking and patient, and should 
cultivate the art of grasping his customers’ wishes. 

A good supply of up-to-date fashion pleats is a necessity. 

The order should be carefully booked, the smallest detail of 
customer’s expressed wishes entered. 

The ladies’ figure when compared with the man will be found 
small at neck, waist, and shoulders. 

Flat in the back, prominent in the breast, large at the hips 
and short in the limbs. 

Considerable variation is found in the prominence or flatness 
of the figure. 

These features will all be indicated by the following method 
of measurement. 
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THE MEASURES. 

Place the square close up to the armpit (see Figure 1), adjust 
the longarm in the true upright, make a slight mark at A and 
B, remove the square and place it on the back, so that. the level 
of B may be found on the back seam C. These marks may either 
be made with chalk or by pins. 

Measures :—Depth of scye, 1 to 2. 

Natural waist length, 1 to 3. 

Full length, 1 to 4. 

Width of back: 5 to 6. Figure 2. 

Continue to elbow, 5 to 7. 

Continue to waist, with arm bent, 5 to 8. 

Across chest 9 to 9. Figure 3. 

Across bust, 10 to 10. 

Front shoulder, 11 from 1 to A. Figure 1. 

Over-shoulder, 12 from C over-shoulder to A. 

To these may be added nape to prominence of the figure, 
1 to 18, and nape to waist in front, 1 to 14.. Figure 3. 

These measures should be taken carefully, in proper order, 
and entered in the order book. 
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F 19.2. 
For the convenience of those cutters who may have to cut 
from other measures, we herewith give a 


SCALE OF AVERAGE MEASURES FOR LADIES. 


Ins. Ins. | Ins.| Ins.| Ins.| Ins.| Ins. Ins.| Ins. 
CHOSE ie es Ge Jeet) 28 (oO) 2.) 34°| 86 198 | 40) 42.144 
IWiGistae ecm eel Peele senlb co) dao 2omt-24 1) 265) 278-29 9 Sle ta 2 
Seat Vises ea ttous of | oo | 38 | 40°) 42 | 44 °465) 48 
Seve: Depth, aa. ss +) -73| 72) 8 | Sh) Ba - 82 83) 9 
Natural Waist .. ..| 134 14 | 144} 15 | 153) 15g) 154 153] 153 
Across Back (half) ..| 5} 53) 5%) 6 | 643) 63) 6% 7 } 
Full Length Sleeve ..| 25 253] 26 | 263) 27 | 273) 28 | 283) 29 
Average across Chest..| 6), 63] 7 | 73) 8 | 8% 82 92 9% 
Front Shoulders .. ..| 10 | 103] 11 | 114) 12 | 124) 13 183} 14 
Over Shoulders .. .. | 13 , 133] 144] 15 | 153) 164) 173 18 | 182 
UNCCK UA Sura wap) oe.) sre 6 63| 7 73; 74 8 + 9 92 
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I now take a sample set of ordinary measures to draft a 
bodice by :— & 
8, 154, 184, 54, 19, 28, 7 X chest. 9 X bust. 12, 16. 7 neck. 36, 
THE BODICE SYSTEM. 
Diagram 290. 


26 


~ 


Draw line 0, 19. 

0 to 2, to taste, usually about 2 inches. 

0 to 8, depth of scye. 

0 to 154, natural waist. 

0 to 19, full length, plus 4 inch. 

Draw lines at right angles to 0, 2, 8, 154. 

0 to 24, $ neck. 

2 to 6, the width of back, plus two seams. 

154 to 1, 1 inch. 

Draw back seam, 0, 1, 19. 

4 to 204, half chest, plus 2 inches. 

204 to 123, the average between the across chest and across 
bust measures. 

Thus, 7 plus 9 equals 16, average 8. 

Find F by Registered Square, dropping angle line down 4 
in front. 

123 to F, front shoulder measure, less width of back neck. 

124 to D the over-shoulder measure, less 4 W of back. 

F to D, 4 inch less than 3, 6 of back. 

Shape scye very hollow at E, and keep it close up at B, C. 

F to V, 4 neck. 

V to 1 the same as F, V. 

Draw breast line from V through 20%. 

Add on ? on button-hole side, and 14 or 14 on button side. 


SEAMS AND SUPPRESSIONS. 

In large size bodices put in three side pieces. 

In small ones, two are sufficient. 

124 to 114, 1 inch. 

Divide 114 to 3 into 3 or 4 equal parts, according to number 
of side bodies. 

Make side bodies 4 inch narrower at waist than on depth of 
scye line. 

Suppress ? at each part, if there are three side pieces, or 1 
inch at each part if there are only two. 

Always take out 1 inch at under arm. 

Reduce waist to measure, plus 2 inches by two darts. 
: Arrange the front of the first dart 14 inches from breast 
ine. 

Make the strap between the two also 14 inches. 
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Let the darts run towards front at bottom. ; 

Find the top of dart at G by measure, allowing for three 
seams. 

Check length of waist at H in same way also, allowing 3. 

BODICE SLEEVE. 
Diagram 291. 

0 to 64, width of scye. 

That is, the distance from centre of back to front of seye, less 
the width of back. 

64 to 24 is obtained by placing square with arms on pitches 
B, E and K, and adjusted according to the balance of sleeve 
desired. See Diagram 290. 

J to E fixes 64, 24. 

24 to 104, size of scye between the two pitches B to 6 and 
D to E. 

0 to 54, half 24, 104. : 

Measure off length of sleeve. The width of back is applied 
at L, and the length is measured down to 9 and on to 6 for elbow 
and cuff. 

Hollow forearm 2 inches at elbow and make width 14 inches 
more than half width desired. 

Width of cuff 21 to 6, 14 inches more than half cuff desired. 

21 to 4, 4 inch less than half width of cuff desired. 

Measure round bottom of scye from B to E, and apply this 
measure from 64 to 74. 

Complete as shown, making elbow of under sleeve 2 inches 
less than the top sleeve at that part. : 


THE NORFOLK JACKET. 

The Norfolk Jacket is usually cut with two sidebodies after 
the style of Diagram 292. 

The sideseam is carried up to the shoulder instead of into 
the seye. 

As arule there is only one dart taken out of the forepart. 

ae pleats are generally cut as separate strips about 3 inches 
wide. 
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The edges of these are serged together and they are sewn om 
to the garment from the back. 
In this way the pleats may be adjusted to any position desired. 


Jn sewing on the pleats they should be eased on over the 
prominences of the figure and kept short at the hollows. Some- 
times the pleats are made narrower at waist than breast. 

As a general rule there are two or three pleats placed down 
the back and one down each forepart going over the dart. 

When yokes are placed at the shoulders the pleats start from 


the bottom of these. 
Qs 
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HABIT OR CLOSE-FITTING JACKET. 
Diagram 292. 

The leading points of this draft are the same as for the 
bodice. 

There are only two side bodies, and the jacket is continued 
over the hips. 

1 inch of suppression is taken out at each seam at waist. 

The waist is reduced to size by the darts.. 

These are drafted with the centre line running parallel to breast 
line. 

The darts terminate 8 or 10 inches below waist, and when- 
ever possible cut them through to the bottom. 

Make up hips to measure, letting forepart overlap the side 
piece half the amount necessary, the side piece overlap the side 
body 4, and the side body overlap back %, the extra size needed. 

It is not wise to ever make the hip too close fitting, at least 
3 inches a side should be allowed over the half-seat measure. 

If thought desirable, sink the seye a trifle; this may be done 
with advantage in jackets. 

The buttons down front do not as a rule go below the waist, 
and the number above varies from 4 to 10. 

A pocket is often placed in front of the forepart at bottom, 
the mouth being placed vertically. 

The neck is usually finished with a collar and turn. 


JACKET SLEEVE. 
Diagram. 2938. 

Drafted as for Bodice, except that top and underside are 
made equal width at elbow and cuffs, and back pitch placed at 
sideseam. 

The cutt, 5, 204, is squared by elbow 5, 8. 

For the new Bell Sleeves add on as per dotted line at bottom 
of hind arm. For wide cuffs they should be made a little 


longer. 
LADIES’ VEST. 
Diagrams 294 and 295. 

Hollow back, 2 from 153 to 2. 

J to 92, 2 breast, plus ?. 

Take out 1 inch fish at 6, 7, and make 2, 10, ¢ waist, plus 
seams. 

102 to 92, + breast, plus 2. 

Find shoulder seye, neck and front, as for Bodice. 

Hollow waist 1 inch at 1, from line squared down from 102. 

Make up waist to measure. plus seams at darts. 

Complete draft to style of front desired. 
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POUCHED BLOUSE. 
Diagram 296. 


This is cut on the same lines as previously described, in the 
shoulders and neck. 

The back is cut whole, and being loose fitting, nothing 1s 
taken out at waist. 

An extra inch or so of length is added for the pouch over. 

81 to 8 is ¢ breast, less 1 inch. 

From 2 to 3 inches is taken out in suppression at the sides. 

The back may be either reduced to the size of the belt by V’s 
as shown, or drawn in. 3 

The forepart has about 4 or 5 inches of extra length added. 

If a moderate amount of form is desired, a fish may be taken 
out. 

It is, however, more often cut without the darts. 

The solid line in front illustrates the plain S. B. button 
through. 

The dot and dash line shows the neck lowered, and the fronts 
cut away to show a light fancy silk blouse underneath. 
P ‘The dotted line shows the forepart adapted for a D. B. 

ront. ; 


For bell sleeves (Diagram 297) add on extra width at hind 
arm as shown. 


For a pouched sleeve add on round as illustrated, and draw 
in the bottom to the cuff, which may be cut as shown by Diagram 
298 in the sleeve. 

These popular garments admit of an almost endless variation 
of cuts, but the general principles of cutting are as here shown. 

The fronts are usually made up on a close fitting lining. 

The illustration shown at the top of opposite page has the 
D. B. lapel, for which the top of forepart is cut as Diagram 
306. 

The waist is brought into measure by the back and foreparts 
being sewn into a belt. 

5 
The sleeve is pitched as for bodice, 2 inches down from 


shoulder seam at back and 7 inch up from bottom of seye in 
front. 
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SHIRT BLOUSE. 
Diagram 299. 

0 to 2, about 2 inches. 

0 to. 8, depth of scye. 

0 to 154, natural waist length. 

0 io 19, full length desired. plus 2 seams. 

154 to 1, 1 inch. 

Draw lines at right angles to 0, 2, 8, and 153. 

0 to #, $ of neck. 

Raise point ? above line and shape back neck. 

2 to 6, width of back, plus seam. 

8 to 20, half chest, plus 2 inches. 

Draw lines from 0 to 1 and # to 6. 

8 to 8 is $ breast, less 1 inch. 

Take out about 3 inches under the arm at the waist. 

Make the width of back about ¢ breast. 

Shape yoke from E to C, to taste. 

Let back overlap yoke, two seams at E and C. 

Add on about 2 inches all.down back for fulling in to yoke 
ws per dot and dash line. 

20 to 12 is the across chest measure. 

Take Registered Square, and place angle on line 12, 20 with 
point at 12, and front dropped + inch below line, and mark up 
to F the length of front shoulder, less width of back neck. 
ie to 16 is the over-shoulder measure, less 4 W _ of 

ack, 
: Make width of shoulder from F to D agree with back from 
# to 6: 

Shape the scye by these points, as shown in diagram. 

F to V is ¢ of the neck. 

V tol is the same amount as F, V. 

If a front yoke is desired, cut off from B to I, and grow it 
on to ? 6; as shown, letting it overlap two seams. 

If a full front is desired, add on 3 or 4 inches at the front, and 
allow two seams at top as per dot and dash line. 

Complete as diagram. 


SHIRT SLEEVE. 
Diagram 300. 

0 to 3, 3 inches. 

0 to 20, length of sleeve desired. 

0 to 84 half scye, plus 1 inch. 

20 to 6, 4 breast. 

Cut seam from 8} to 6, hollow or straight, to taste. 

Diagram 302 shows the cuff and Diagram 301 the collar, both 
of which are marked in plain figures, and indicate the usual 
widths, ete. 
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FLY FRONT THREE-SEAM JACKET. 
Diagram 303. 

Semi-Fitting Jackets have been very popular. 

This draft will convey a good idea of how they are cut. 

Shoulders, scye, neck, etc., are drafted as before described. 

The amount added for making up is reduced 8 to 193, being 
half chest, plus 1. 

The quantity added beyond breast line for Fly Front is about 
2inches. For S. B., as illustrated, add on 1} inches. 

‘he waist is suppressed 4 inch at back. 

The width of back from 4 to 5 is about § breast, or to taste. 

5 to 64 is 14 inches, and a fish of 14 is taken out under the 
arm about 3 inches from side seam. 

‘his is sometimes carried through, in which case any spring 
required at the hip may be divided equally at this and side 
seam. 

If there is only the latter, then the whole of the spring must 
be added at side seam. 

This may be extended to the length of an ulster, if desired, 
with no other variation than the addition of the desired length. 

Tf it is to be worn over a jacket, it must, of course, have more 
size given to it to the extent of 1 or 2 inches a side. 


BOLERO JACKET. 

Diagram 304. 
: a his dressy little garment has been a great favourite of 
ate. 

On this diagram I illustrate two styles—the rounded: front 
and back, and the square back and pointed front, as figure. 

I have illustrated it cut in two pieces—the back whole, 
and a dart taken from the front. 

This dart is frequently dispensed with, the form being given 
to the canvas and the outside cloth worked on to it. 

The popular style of the collar is the shawl. 

This is best laid on as for a Gent’s Dress Vest. 
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The neck of forepart and back should have the stand of collar 
grown on. ; 

It is then a very simple matter to give any shape desired to the 
rest of the collar. 

Plenty of spring should be given to the outer edge. 

The diagram indicates all the special features to be observed 
in cutting. 

The shoulders are drafted as before described. 

15 to 2 is 2 inches. . 

There is no need to place the seam in any particular place; 
indeed, if desired, it can be entirely dispensed with. 
é The dot and dash line shows how to cut the Eton Bolero, as 

eure. 


CLOSE-FITTING BACK AND SIDE COVERT COAT. 
om Diagram 305. 
This is one of the most favoured styles of jacket. 
It is cused for almost all kinds of wear, promenade, cycling, 
equestrienne, etc., ete. 


The shoulders, seye, neck and front are drafted as usual. 
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The fronts are kept quite straight. 

‘wo inches are added for fly. 

The underarm seam is | inch from‘ 12. 

The distance between the underarm seam and back seam 
divided into three equal parts. 

The back is made about 2 incheswide at waist. 

1 inch suppression is taken out at 3, 4, and 7, 8, and 2 inches 
abel, 1s. 

The width of side body and side piece is made 4 inch narrower 
at waist than on depth of scye line. 

The necessary spring for hips is all added at side body and 
side piece. 

The fish taken out from the side of forepart is quite a matter 
of taste, and is auite as often as not omitted. 

The back is finished with an opening at centre, and some- 
times side pleats are placed at the bottom of side seams. 

Flap pockets are put in on the hips. 

In other ways it is completed to taste. 

On this diagram is shown how to find neck point by sweeps, 
thus: Sweep from point 12 by front shoulder measure less 
width of back neck. Add ? to this, and sweep from 20 where 
the two segments intersect locates neck point F. 
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Diagram 306. 


. The loose-fitting jackets have met with a large share of 
popularity during recent seasons. 

‘The drafting is as previously described in the shoulder, scye, 
neck and front. 

Only 1 inch is allowed for making up from 8 to 19. 

Come back from construction line at 154, 1 inch. 

Let front overlap back 2 inches at side. 

Continue seams through to the bottom. 

The degree of looseness or ‘‘ sac” is a matter of taste. 

Sometimes the side seams are hollowed, but in any case plenty 
of room must be given round the hips and lower part of the 
jacket, or the leading feature of style will be lost. 

The overlap allowed in front varies to taste. JI have 
indicated 3 inches. 

This may be increased or decreased to taste. 

There is plenty of scope, too, in the shape given to the lapel, 
the outline indicated being but one of the many shapes that 
may be arranged at that part. ‘ 

Pockets on the hips about 8 inches below waist. 

The back is cut on the crease. 

The buttons stand as far behind breast line as the eye of the 
hole is in front of it. ; 

The pockets are sometimes put in with vertical welts as shown 
on above figure. 

Sleeve is cut as Diagram 293. 
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LADIES’ ULSTERS. 
Diagram 307. 


Ladies’ Ulsters do not bear the same relation to a jacket that 
the Gentleman’s Overcoat does to a Lounge. 

They are rather a kind of easy fitting long jacket. 

Hence, it will be seen that the upper part is cut as a jacket. 

There is, however, this difference. The front is receded a 
little from point 204, so as to avoid the surplus material below 
the waist that would otherwise show itself. 

A line drawn through 203 from V would come to 214. A mark 
is made back from this about 4 inch as from 214 to 21. 

The breast line being continued from 204 through 21. 

This would not be necessary if the fish was carried down to 
bottom of forepart, but, as a rule, they are terminated about 8 
inches below waist. 

The extra prominence of figure at chest as compared with 
below the waist necessitates this, the present fashion being to 
keep figure as flat as possible below waist. 
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It may be well at this point for me to describe the system 
briefly :— 

Draw line 0, 224. 

0 to 24, ¢ natural waist length. 

0 to 8, depth of scye. 

0 to 154, natural waist. 

154 to 224, 7 inches. 

Draw lines at right angles to these points. 

0 to 24, neck, come up #, and shape back neck. 

24 to 64, width of back, plus 2 seams. 

154 to 1, 1 inch, and shape back seam from 0 to 154, 223 to 
bottom. 

4 to 204, half chest, plus 2 inches. 

204 to 124, the average between across chest and across bust. 

Find neck point F by the Registered Square, dropping the 
angle line } in front. 

Mark uv from 124 to F the front shoulder measure, less 
width of back neck. 

124 to D, the over-shoulder measure, less 4 W of back. 

Shape seye, sinking it $ below scye line. 

F to D, + inch less than ?, 64. 

F to V, and V tol are each ¢ of neck. 

Draw front as previously described, and add on 14 inch for the 
S. B. button through style, or 24 to 34 for double breast. 

For the location of the seams, mark back from 124 to 114, 
1 inch. 

Divide 4 to 114 into three equal parts. 

Width of back at waist half of 4, 44. 

Width of side pieces } inch less than on depth of scye line. 

Take out 1 inch at 3, 4 and 7, 8, and 14 at 11, 124, terminating 
the under-arm seam about 4 inches below hip. 

Make up hips to measure plus 3 inches at sideseam, and let 
sidebody overlap back 4 inch. 

Reduce waist to measure, plus 2 inches by a dart, 2 inches from 
front, and terminate it from 8 to 10 inches below waist. 
_ Cut sleeve as Diagram 293, perhaps a little wider, say extra 4 
at at elbow cuff. : é 

n making up a narrow facing is put all down the front 
The body is lined to the hips. E 
The back may be finished with an opening with or without 


side pleats at bottom of sideseams or the back may be finished 
with box pleats. 
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DIFFERENT STYLES OF ULSTER. 


On the above illustrations I show some of the newest styles 
of Ulster. 

The F. F. Sac Ulster is cut as Diagram 303 extended to 
length desired. Ifa yoke is arranged cut it to the shape wished 

‘and then add two seams (4 inch) to the underpart. 

The D. B. Flounced Ulster is cut as Diagram, 306 extended to 
length desired, the flounce is produced by cutting off the bottom of 
the pattern and then cutting it up about every 3 inches and 
inserting V’s at the bottom, and so producing the flare. 

The S. B. loose fronted Ulster is cut as Diagram 307, but with- 
out a dart being taken out of forepart, and the amount of over- 
lap adjusted to taste. The sleeve is here illustrated cut about 
15 to 16 at cuff, the extra width being added to hind arm. 
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| RAGLAN SAC 
DIA .308. 


Diagram 308. 

The body of the Raglan Sac is cut as Diagram 308, though 
the fronts are here illustrated with fly fronts, for which style it 
is only necessary to add on 2 inches to the front. 

The special feature of the Raglan is the shoulder, which is 
cut from 24 to 9, and up to E by a graceful curve. 

Those parts of the shoulder outlined by W A and D F, being 
added to the sleeve. 

The top part of the sleeve is illustrated on Diagram 309. 

The sleeve is drawn in the usual way. 

Points 0, 14, 6, 45, and 9 being found as described before. 

Square up from 43, and make the distance from 44 to sweep. 
6, 3, the same width as the shoulder at ?, 6. The pivot being 


NheR 


Sweep 4, 5 is the sameas back from #? to A. The pivot being 9. 
The width at 7 is 4 inch more than has been taken from 
3 
* The sweep at 2 is made from 6 by the distance from forearm 
pitch to F. 

The width at 8 is half inch more than was taken from F. 

The lower part of the sleeve is the same as Diagram 293. 

Sometimes the V is continued down the top of the sleeve to 
the cuff, in which case $ inch must be added for two seams. 
Diagram 310 shows an alternative style of lapel. 

Ro 
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LADIES’ INVERNESS. 
Diagram 312. ‘ 

This is one out of many styles of cloaks popular with 
ladies. ; ; 

They have the advantages of being easily put on and of well 
covering the garments worn underneath. ; 

The diagram here given illustrates the cutting of one, with 
a moderate amount of shape in the back and side, but not by 
any means close fitting. 

The system : — 

Draw line 0, 30. 

O to 24, $ natural waist length. 

0 to 8, depth of scye. 

0 to 153, natural waist. 

0, 30, full length, plus two seams. 

Draw lines at right angles to 0, 8, and 153. 

0 to 24, + of neck, mark up 3, and draw back neck. 

24 to 6, width of back, plus seams. 

154 to 54, 4 inch less. 

Draw line from 6 to 54, and spring out below. 

Mark back from 154 1 inch, and draw centre of back from 0 
through 1 to 2. 

8 to 20, 4 chest, plus 2. 

20 to 12, the across chest measure. 

Find point F by Registered Square or by sweeps, making 
12 to F the front shoulder measure, less width of back neck. 

12 to D, over-shoulder measure, less 8 W of back. 

F to V. $ neck. 

V to I the same quantity. 

F to D, + inch less than #, 6. 

Draw line from V through 20 to bottom. 

Add on 1 to 14 for button stand. 

Shape scye from shoulder to about 14 above waist, making 
it about 14 wide at shoulder, more or less to taste. 

Take out 14 at 54, 7 and 14 at 10, 114. 

Terminate dart about 4 inches below waist, and let bottom of 
sideseam overlap back 24 or more. 

The wing : — 

The shoulder scyeand gorge are already found, and the front 
is 1} inches in front of forepart at bottom. 

The wing is rounded in sleeve head form; indeed, it is a 
very good plan to use a sleeve for the purpose of drafting it, 
letting it overlap at forearm pitch about J inch. 

- To get the back of wing, draw a line from 6 through 8 to 


Make the length agree with the sleeve, sweeping from the 
back pitch by the length of hind arm. 

Continue across, straight at front. 

C is sewn to B, together with the sideseam of forepart. 
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CAPES. 
Diagrams 313, 314. 
Capes are always more or less popular, and though they 
frequently assume fancy styles, yet, as a general rule, they 


may be confined to the Three Quarter and the Half Circle 
patterns. 


These are the styles I now describe. : 

The simplest method of cutting them is by the aid of a 
jacket pattern of the same size as customer. 

Thus, suppose the cape is to be worn with an Ulster, 
take the back and forepart pattern by which to cut the cape. 

THREE-QUARTER CIRCLE CAPE. 
Diagram 313. 

Place back and forepart down with the shoulder seams in 
a closing position, as illustrated at 2, 4. 

Mark off from 1 to 5 the length desired, plus seams. 

Add on a little spring at 5. 

Mark round the gorge 1, 2, 3, and down the front 3, 7, by 
the breast line. 

Add on the necessary button stand, if it is desired to make 
it to button. 

2 to 6 is 24 to 3 inches more than I, 5. 

2, 7 is 1 inch more than 1. 5, or the length of front may be 
measured from 3 to 7, 14 inches less than 1, 5. 

HALF CIRCLE CAPE. 
Diagram 314. 

The back and forepart patterns are laid down with shoulder 
points touching, and the neck points 2, 3 opening so as to allow 
1,9 and 5, 7 to be at right angles, or thereabouts. 

Hee outline of pattern is then marked at 9, 1, 2, 6, 3, 4, 5, 
and 7. 

The length is found at side and front as for the # circle. 

1, 9 length to measure, plus seams. 

2,6, 8 and 3, 6, 8, 24 to 3 inches more than 1, 9. 

5, 7, 14 inches less than 1, 9. 

Add on button stand, and complete as per diagram. 

This is the style generally used for long capes. 

Diagram 337 is very full and only suitable for short capes. 


PANTEEN COLLAR. 


Diagram 315. 
0, 74, half neck. 
74 to 1, 1 inch. 
4 is half way from 0 to 74. 
Shape sewing to edge of collar at 0, 4, 74. 
0 to 14 and 1 to 3, the depth desired, say 14. 
Hollow out ?, and shape fall 14, 34, and 34, 54 to taste. 
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S. B. NEWMARKET. 
Diagram 311. ‘ 

The special feature of the Newmarket is the skirt, which is 
sewn to the body part about 2 inches below the waist. 

The diagram illustrates the run of waist seam at 2 inches 
below at back, 14 at side, and 24 at front. 

This, however, is a matter of taste, but any variation must 
be compensated for in the skirt. 

The upper portion of this diagram is found as described for 
Diagram 292. 

The back is continued to full length with one inch added on 
either side to form side pleats. 

The skirt is drawn straight across the top from E to C. 

A line is drawn at right angles down to 6, mark out 14 and 
draw a line as in diagram. 

Add on 4 inch and complete run over hip. 

Carefully check it by placing the waist of sidebody to waist of 
skirt, and seeing that the run over hips harmonises. 

Find run of front in same way by putting the fronts at E, or 
by squaring F, G by E 6. 

The run of the front is largely a matter of taste. 
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CYCLING SKIRT. 
Diagram 316. 
_ The popular style of Cycling Skirt is now made with a large 
inverted box-pleat. 


ieee model here given is one of the most successful styles of 
ese. 

Draw lines 0, 20, 0, 40 at right angles. 

0 to 20, half seat. 

Square up to 22, } seat. 

0 to 40 front length, plus seams. 

The size provided round the bottom is a matter of taste. 

The quantities given are reliable amounts—thus, width of 

front, 12; side, 24; back 27, and pleat, 16. 

Mark off 11 half way between 0, 22. 

0, 4 and 18, 22 each 4 inches. 

Draw seams as indicated. 

Now hollow waist seam 34 at 11. 

Take out darts at seams, and one in centre of side gore, to 

reduce to waist measure. 

Allow 14 of round on back to provide room for saddle. 

Arrange for centre of back to go on the crease edge, 
~ and so avoid a seam to go over the saddle. 

The back is sometimes terminated 1 or 2 inches short of side. 

Tf lined, glissade is the material used. 
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WALKING SKIRT. 
Diagrams 317, 319. 


The styles of Walking Skirts change so rapidly that it is only 
possible to illustrate a standard style as a basis. 

The one here shown consists of front, sides and back. 

Front Diagram, 319 : — 

0. 7, 7 inches. Mark out from 0, }.waist, and raise side + 
inch. 

From 7, mark out % seat. 

0 to 40, front length, plus seams. 

40 to 13, 4 seat, or to taste. 

Side Gore, Diagram 318 :— 

0, 4, side length. 

Mark out from 0, 4 waist on either side, then take out a 
dart from the centre at 0 of 14 or 2 inches. 

Square out from 7, 4 seat on either side. 

From 41 mark out 4 seat on either side, and complete side 
gore, as shown. 

The dot and dash line at C, D shows how to make this into 
two side gores. 

Back Width, Diagram 317 :— 

Draw lines at right angles to 0. 

0 to 4, 34 to 4 inches. 

4 to 8, allowance for pleat, 4 to 8 inches, if required. 

Make width at bottom equal to 3 seat. ‘ 

Add on 1 inch at top at 8, and complete, as shown. 

Cut centre of front and back on crease edge. 

When sewing side gore to back sew in a strip of linen to prevent 
stretching. 

Back is usually 2 inches longer than front. 

If trained, it is several inches longer. 

For Full Flounce : — 

Cut off the bottom of skirt to the depth and shape of flounce 
desired. 

Join these parts together, and, if thought desirable to make the 
flounce fuller, cut pattern up and open out at distances of from 
4 to 6 inches apart. 

This practically amounts to the insertion of V’s all round 
the bottom. 

In this way any degree of fulness, and any shape flounce may 
be produced. 

These instructions should suffice for an intelligent cutter to 
produce any style of skirt desired. 

I give another well tried model on next page. 
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FASHIONABLE FLARE SKIRT. 


I herewith give another system, specially adapted to the 
Fashionable Flare Skirt. 

The measures required are length, waist and seat. 

The Front : — 


+ to 3, 4 waist. 

0 to 7, 7 inches always. 

7 to 5, $ seat. 

7 to 7?, about 3 inch. 

Draw line 5 A at right angles to 5, 72. 

Hollow sideseam 1 inch midway between 5 and A. 

Shape sideseam by A, 5 and 3. 

Make it to length desired, rounding bottom from 40 to A. 

Side Gore : — 

Draw line 0, B to length of sideseam. 

0 to 7, 7 inches. 

Midway between 7, B, hollow 1 inch. 

Make front seam of side gore the same shape as sideseams of 
front from 3 to A. 

7 to 10 is drawn at right angles to 0, B. 

7 to 10, + of the seat. 

7 to 11, 4 inches. 

Square for backseam of side gore at right angles to 10, 11. 

Midway between 10 and 3 hollow the seam about 2 inches. 

Reduce top to } waist, by one or two V’s. 

Raise back of side gore + inch, and make length to C to 
measure. 

The Back : — 

Draw line 0, D to length of measure. 

0 to 7, 7 inches. 

Midway between 7 and D hollow 2 inches, and so make it 
the same shape as 3, 10, C of side gore, to which it is sewn. 

Square across from 7 to 8 at right angles to 7, D. 

7 to 8, $ seat, plus 3 inches. 

7 to 15, the same distance as from 7 to 8. 

Square from 8 to E at right angles to 8, 15. 

Make 0 to 4, 4 waist, plus 1 to 14 for seams. 

Shape back seam 4 to 8, and hollow 1 inch from line below. 

Adjust length to measure. 

Raise from 4, ? inch above line, and complete as diagram. 

For Two Sides Gores : — 

Make F midway between C. B. 

Draw line from bottom of V to F. 

Add 3 inches on either side to F, and allow for the extra 
seams. 
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RIDING TRAIN. 
Diagrams 320 and 321. 

The Riding Train is a garment admitting of great variation 
in cut and style. 

During recent years it has undergone great changes. 

The most important of these have been in some safety arrange- 
ment below the pommel, so that if the wearer is thrown, she 
would free herself from the saddle. 

Many of these patterns are exceedingly complicated, and 
require considerable skill in putting together. 

I have given one example of each style, all of which are 
simple and reliable. 

The close-fitting ordinary style of Riding Train consists of 
two parts only. and could be made up by almost anyone. 

The diagram as marked had better be used as a reduced model. 

If reproduced by the ordinary inch-tape, it will produce a 
pattern suitable for a lady 24 waist, 40 seat, and 40 side length. 

For larger or smaller sizes, a larger or smaller graduated tape 
may be used. 

Variations of length may be adjusted at the bottom. 

Alterations in size of seat may be made at the sideseams. 

. The V taken out of the top side at 26, 32, is to provide for the 
cnee, 

The V taken out of underside at 32. 37, is to provide for the 
pommel and produce a clean fit under the knee. 
aya variation in the size of waist may be adjusted at the 

Ss. 

The positions of the foot elastics are marked at 43 and 28. 
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LADIES’ BREECHES, ETC. 
Diagram 322. 


On this diagram is illustrated the cutting of Ladies’ Breeches, 
Knickers and Bloomers. 

The quantities on the fork line are the same for all styles. 

0, 64, 4 seat. 

0, 10, + seat. 

0, 134, 4 seat. 

10, 154, 4 seat, plus } inch. 

The lengths of leg are marked as usual for men’s. 

Make top sides 1 inch longer in legs than measure, and under- 
sides 1 inch longer in body. 

The legs are not opened, as ladies do not ride astride. 

The waist is lowered in front about 1 inch. 

Two V’s are taken out of top and undersides to reduce it to 
size of waist. 

For Knickers, more length is given to the legs as well as 
more width. 

83 to 4 inches extra length is added to the legs for bagging 
over. 
: The width of leg desired is divided on either side of centre 
ine. 

The dot and dash line indicates the outline for knickers. 

Bloomers are cut wide enough at side to be pleated in at waist 
and bottom. 

Provision is made for this by adding on at the side as 
illustrated by the dash line. 


LADIES’ RIDING TROUSERS. 
Diagram 323. 

It is not necessary for me to say more about these than that 
ee quantities are found as for the Breeches at fork, waist, 
etc. 

The length of leg may either be averaged from the height of 
customer, or a measure taken from waist to seat of chair in 
which the lady is sitting, and deducted from side length. 

This, however, is not very important, as ladies not riding 
astride it is not so imperative they should be accurate in length of 
leg as if they rode astride. 

An inch extra length is given to topside legs, and an inch 
extra body length to undersides. 

Chamois leather is used to line seat and inside of leg. 

Strap buttons placed at bottom. 

‘The fronts are left open to the fork, 
with buttons right through the front. 


and are usually fastened 
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THE VERY LATEST APRON TRAIN. 


The very latest Apron Train is one which is put on as an 
apron. 

The accompanying diagram is a reduced model of one that 
will fit lady 24 waist 40 seat. 

For larger or smaller sizes, reproduce by graduated tape 4 
inches smaller than seat measure, as this skirt is marked out 
by the 36 tape for a 40 seat. 

Adjust waist by V’s, adjust length at bottom. 

The details of making and finishing this skirt are all 
embodied in the diagram. 

As will be seen there are quite a number of button holes, 
and buttons have to be sewn on to the Breeches or Trousers to 
correspond with these. 

First, there is a hole at the centre of waist at front; then there 
are holes down the back of both right and left sides, all of which 
correspond with buttons sewn down the seat of the trousers,— 
the Habit covering these up. ‘ = 

A hole is put at the top of the corner of the flap at left side, 
which fastens to a button put on the inside of the left leg. 

A gusset is put in at the side of this flap to provide spring for 
left thigh. 

To make this presentable when off the horse, the flap of the 
left side is brought over to the right side, and fastened by a 
swivel and ring. 

The position of elastics, pocket upturn, etc., are all clearly 
marked on diagram. 
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GAITERS. 
Diagram 324. 
This drawing of Gaiters will serve as a useful model. 
Variations in length can easily be adjusted between calf and 
bottom. 
Alterations in size at the back seam. 
Seams are placed up front and back, and button through at the 
sides, Footstraps go under the foot. 
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SAFETY APRON RIDING SKIRT. 

The accompanying diagram is a reduced model of one of the 
best styles of Safety Skirts made. 

It is popularly known as the Apron Riding Skirt, for the 
simple reason that it consists of little more than an apron. 

The underside is cut away to a large extent. 

The diagram is clearly marked in plain figures, which repre- 
sent inches in all cases. 

If reproduced by the ordinary inch tape, it will produce a 
train suitable for a figure 24 waist, and 40 seat. 

A larger or smaller one may be produced by using a graduated 
tape agreeing with 4 inches less than the half seat. 

This model being drafted by the 36 tape for a 40 seat. 

Make variation in length at bottom. 

In making up, the side seams are sewn together as shown. 

Point 8 of the top side joins to point 14 of the underside, 
and F to 20. 

Two button holes are worked at B to fasten to buttons sewn 
on an elastic tab A. 

This goes round the leg and keeps train in position. 

Double cloth is put on at E. 

An elastic strap is put on at C, and an elastic loop at D. 

A small cloth tab is put just above C, to fasten the skirt 
across over the back when the wearer is dismounted. 

The dot and dash line shows where the edge of the lining 
comes. This is continued over the V’s of underside. 

The X at front of waist shows where the centre of waist 
comes. 

The placket hole is faced as shown and the pocket inserted 
as illustrated. 

The sketch on the forepart shows the train made up as 
viewed from the inside. 

When cutting from the cloth care must be taken to cut it right 
side uppermost. 

Ladies usually ride with the right leg over the pommel, and 
in that case the parts must be cut with the pattern laid on the 
right side of cloth, as shown. 

Occasionally, ladies ride with the left leg over pommel, in 
which case lay the pattern on cloth wrong side up. ; 

The making-up is very simple, a slit or placket hole is put 
in top side, as shown, and in the facing of this, a pocket is 
inserted. 

The flap is sometimes fastened with holes and buttons, and 
sometimes with a fly. 

The front is lined at top, either with Italian or linen. 

Sometimes a strapping of the same material is put over the 
knee to take the wear as shown. 

A deep hem is put round the bottom. 

‘ Elastic foot straps, placed as shown, stayed to a square of 
inen. 
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THE LAWS OF ORNAMENTATION. 

It has been laid down by competent authorities that all kinds 
of ornamentation may be brought within the range of five laws, 
viz. :(1) Repetition ; (2) Alternation; (3) Symmetry; (4) Progres- 
sion: and (5) Balanced Confusion; and as these apply quite as 
well to the product of tailoring as they do to the decoration of 
the universe, I here show how these principles are applied to gar- 
ments by the aid of buttons, braids, stitchings, strappings, pockets, 


seams, etc. ; m4 be ee 
First I give illustrations of Repetition. The border is 
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braided with loops formed at intervals. The first forepart has 
lines repeated, the second checks and buttons, the third braids, 
all of which serve to show how the same thing repeated become 
decorative. Another application of this principle is consonance 
or the repetition of idea, as in the case of a flap being rounded in 
harmony with the front of the jacket. 
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The second illustration deals with Riceaacoa and shows how 
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next forepart the braiding forms first an Austrian knot and 
then a double eye; and on the third forepart there is a strong 
check and a faint one, and the buttons are arranged in threes, 
and then a space without any. 

Another phase of this principle is Contrast, which may either 
be in form or colour, as for instance, squares and circles, black 
and white, and so on. 

The third law is Symmetry, which, in this case, means the 
repetition of a design on opposite side in reverse; thus, on 
the braidings you will see they are exactly alike on both sides, 
only the right side is exactly the reverse of the other. The 
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human figure is symmetrical, the left side being a counterpart 
of the right, and this makes this style of ornamentation very 
appropriate. . 

A further development of this principle is Radiation, and the 
best illustration I can give of this is the daisy, which, if traced 
on a piece of paper, can be folded over in the centre at any point 
and the pattern will be the same, the top and bottom being just 
the same as the sides. 
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The fourth principle is Progression, where the ornaments used 
get larger and larger, or wider and wider, as in the examples 
here given, the braidings up the front of the first forepart being 
wiaer at the top and narrower at the bottom. 

In the second illustration the braidings vary in width, 1 being 
the narrowest, 2 the next width, and so on with 4 to 8. 

The further development of this principle is Gradation, the 
difference being that whereas Progression is illustrated by 2, 4, 6, 
8, 10, 12, etc., Gradation is illustrated by 2, 4, 8. 16, 32. 64, and so 
on. 

The last principle is Balanced Confusion, and the illustration 
shows how a jacket is braided in a higgledy-piggledy way, but 
is kept within bounds by the broadly braided outline of thle _ 
jacket. This is not often used in tailoring, but when it is nicely 
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done the effect is pretty. Deliberate confusion is the develop- 
ment of this, and the best illustration I can think of for it is 
the sky on astarry night. That it is ornamental is beyond dis- 
pute, but the design has not yet been revealed to us. We know 
there is order and unity, but beyond that we cannot go. 


CONCLUSION. 
I have now described how to cut all the leading styles of 


Ladies’ Garments, and the cutter who has mastered these will 
be able to adapt them to successive fashions as they are brought 


out. 


To produce Ladies’ Garments successfully, taste must be 
employed as well as cutting. 


Art must be joined to science. 
The designer must be up-to-date in fashionable colours and the 
newest kinds of trimming. He will then be fully equipped to 


do his share in producing all kinds of Ladies’ Tailor-made 
Garments. 


W. D. F. VINCENT. 


